Embroidery Finishing & Hooping Plan
Remove Marks and Press
Plan to remove every visible transfer line before any heat touches the fabric, then press from the back over a towel so the raised stitches keep their dimension.
Transfer marks removed (rinsed water-soluble / faded air-erasable / dissolved stabiliser): ________________________________
Stabiliser, if used, rinsed in several water changes until soft and clear (yes / no): ________________________________
Piece dried fully flat after any rinsing (yes / no): ________________________________
Pressed face-down on a folded towel from the back, cotton setting (yes / no): ________________________________
Front checked: French knots and satin stitch still plump (yes / no): ________________________________
Re-hoop and Tension
Re-mount the pressed piece in its display hoop drum-tight and square so the fabric stays taut and the design does not lean.
Design centred in the hoop using the fabric (yes / no): ________________________________
Surface tightened drum-tight, taut enough to bounce a fingertip (yes / no): ________________________________
Warp and weft running straight, not skewed (yes / no): ________________________________
Hoop screw fully tightened (yes / no): ________________________________
Finish the Back
Deal with the excess fabric behind the ring so the piece sits flat against the wall and the back looks clean.
Excess fabric gathered with a running stitch about 2 cm out from the ring (yes / no): ________________________________
Gathers pulled and tied so fabric folds in evenly with no bulk past the ring (yes / no): ________________________________
Excess trimmed so no more than about 2 cm sits behind the ring (yes / no): ________________________________
Back finish chosen (glued felt circle / laced gathers): ________________________________
Piece kept out of direct sun for display (yes / no): ________________________________
