Restoration Chain Worksheet
Recording Details
Record the source and diagnosis before you process anything. Skip any step the diagnosis does not call for.
File name and source: ________________________________
Sample rate / bit depth: ________________________________
Defects identified (from the spectrogram): ________________________________
Flat 24-bit WAV master saved? (Y/N): ________________________________
Repair Steps (run in order, skip what is not needed)
Note the setting used at each step and whether you re-checked the spectrogram and bypass-compared afterward.
1. De-hum: fundamental + harmonics, setting: ________________________________
2. De-click / de-crackle: sensitivity, plus manual repairs: ________________________________
3. De-clip: threshold and makeup gain: ________________________________
4. Spectral repair: one-off noises addressed: ________________________________
5. Broadband de-noise: reduction amount + high-pass frequency: ________________________________
6. Special problems: de-reverb / de-ess / de-wind: ________________________________
7. EQ and tone adjustments: ________________________________
Quality Control and Delivery
Confirm the final checks before delivering. The bypass A/B and the multi-system listen are non-negotiable.
Full-file QC listen done on headphones? (Y/N): ________________________________
Checked on phone and laptop speaker? (Y/N): ________________________________
Integrated LUFS measured and target hit: ________________________________
Archival WAV master and delivery file exported? (Y/N): ________________________________
